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Identification of Machine

•	 Model #’s:  LGX5P
•	 The model number and revision identification decal is located on the frame beside the pump.
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Safety Precautions

Every year many unnecessary accidents occur due to improper equipment handling and a disregard for safety precautions.  You, the 
operator, can avoid accidents by observing the precautions listed in this section.

General Guidelines

Figure 2: Owner’s Manual Decal (DE39)

•	 The operator should be a responsible adult.  Do not 
allow persons to operate this sprayer until they have 
displayed a thorough understanding of sprayer safety 
precautions and operational use.

•	 All operators must also fulfill state pesticide applicator 
license requirements.

•	 Never attempt to operate this sprayer when under the 
influence of alcohol or drugs.

•	 The best defense against accidents is a careful and 
responsible operator.

•	 An owner's manual warning decal is located on the 
sprayer’s tank.  (Figure 2).  Be aware of the location.  
Always replace any warning or safety decals that are not 
legible or are missing.

Read Entire Owner’s
Manual Before Operation

Warning

•	 Completely assemble the sprayer according to the assembly manual.

•	 Read and understand the chemical manufacturer’s labels, warnings, and instructions.  

•	 Know and fulfill all state pesticide applicator license requirements.

•	 Familiarize yourself and other operators with the sprayer’s components and how all parts are operated.

Before You Begin

Please read and understand this manual and its instructions and warnings completely before operating 
the sprayer.

Specifications

Tank capacity ...................................................................................5 gal
Min power supply ..................................................... 12 volt / 7 amp
AMP hours (Battery) .............................................................................7 

Pump:
Type ...........................................................................Diaphragm pump
Manufacturer ............................................................................ Shurflo®

LGX5P sprayer

Max pressure ................................................................................. 45 psi
Max flow rate ............................................................................2.1 gpm

Sprayer:
Hose length (for handgun).........................................................180”
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•	 If there is any portion of this manual that you do not fully understand, please contact the original retailer.  

Safety Precautions

Following Operation
•	 Store the sprayer away from human and livestock 

activity and make sure it is not accessable to chirldren.

•	 Store the sprayer on a hard level surface

•	 Do not permit children to play on or around sprayer.

•	  Pressure may remain in the system after pump is turned 
off. To release pressure aim the sprayer gun at the ground 
and pull trigger. Do not aim the sprayer gun at people or 
animals when releasing remaining pressure!

Pump Safety Precautions
•	 Never pump flammable or explosive fluids such as 

gasoline, fuel oil, kerosene, etc.

•	 Note:  The pump may be run dry without resulting in 
damage. 

•	 Always disconnect the power to the pump when 
working on the pump.  Failure to do this could result in 
electrical shock.

•	 Do not aim the sprayer gun at any person or animal! 
Serious injury could accure.

•	 Never leave running equipment unattended!

•	 Remember that accidents can even happen to seasoned 
operators.  Always take your time and follow all safety 
instructions.

Before and During Operation
•	 Before operation it is important to give the sprayer unit 

a thorough inspection, which covers the hoses, wiring 
harness, and other sprayer components.  Ensure that the 
suction strainer and the tank have been rinsed out.

•	 Before using any chemical or product ensure that it is 
not a petroleum-based product or a non-compatible 
chemical for the pump.  

•	 Fill the sprayer tank with the proper amount of water and 
chemicals as instructed by the chemical manufacturer.  

•	 If disconnected connect the wiring harness to the LGX5P 
battery. Turn the control switch to the ON position and 
allow the pump to run until it reaches its maximum 
pressure. If the pump does not prime squeeze the trigger 
until it starts to spray. The pump will automatically turn 
off when its maximum pressure is reached.  The pump 
does need to be manually turned off with the control 
switch.

•	 When you are ready to spray, point the gun in the 
desired direction and squeeze the trigger on the spray 
gun.  The pump will automatically start when the spray 
gun is engaged.

•	 The spray gun’s liquid flow can be adjusted by turning 
the spray tip (a) at the end of the spray gun wand.  
The spray gun’s trigger can also be locked in the “on” 
position by sliding the plastic tab (b) on the top of the 
trigger towards yourself (Figure 6).

a

b

Figure 6: Spray gun
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4. Always follow all pump safety precautions and warnings 
(See page 4).  Following these guidelines will help to 
ensure many years of smooth and trouble-free spraying.

5. The suction strainer located on the end of suction hose  
should be inspected and rinsed off on a regular basis.

Operating Instructions

Spraying with the Spray Gun
1. Fill the tank with some water in order to test for leaks.

2. Turn  the power switch on the Shurflo® Pump to on.  
Ensure that there are no leaks in any of the lines.

3. Turn off the pump using the power switch on the pump

4. You may now fill the tank with the needed amount of 
water and chemicals recommended by the chemical 
Manufacturer.   You are now ready to begin spraying.

Before operating the sprayer, it is important that you read this entire manual and know all safety precautions.  Always take your time 
and be alert when operating your sprayer in order to avoid an accident.

5. Upon arriving at the spraying location turn the pump on. 
Press the trigger on the spray gun to engage the gun.  The 
tip at the end of the gun can be turned to adjust the spray 
pattern. (See figure 6 page 5)

Following Operation
1. Thoroughly rinsing the sprayer of any chemical residue 

is an important activity.  It is recommended to fill the 
tank with fresh water and engage the spray gun until the 
system is entirely free of chemical residue.  It is important 
not to rinse the sprayer in an area where humans,  
animals, or sensitive plants could come in contact with 
chemical residue.

2. Store the sprayer in a location where it will be away from 
human or animal activity. Do not allow children to play on 
or near the sprayer.

Routine Maintenance
It is very important to perform routine maintenance on your sprayer before and after each use.  Good maintenance practices will 
help to guard against any unnecessary sprayer breakdowns or accidents.

1. It is recommended to perform a visual and physical 
inspection for any worn parts, loose bolts, or 
other visible problems.  Make all necessary repairs 
before spraying.  Contact the original retailer  
for instructions on ordering parts and technical help.

2. After each use it is important to rinse the pump and all 
components by running water through the system.  

3. Fill the tank with a sufficient amount of fresh water and 
engage the spray gun.  Rinsing the pump with fresh water 
will greatly improve the life of the pump.

Maintenance Instructions  

Note:  All rinsate must be sprayed  according to 
chemical regulations!

Note:  All rinsate must be disposed of according to 
chemical regulations!
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It is essential that you winterize your sprayer to avoid damage and to allow for optimal performance.  The winterization process 
should be undertaken before freezing conditions and/or after each season of use.  Failure to winterize your sprayer will void the 
manufacturer’s warranty.

Winterizing your Sprayer

1. Verify that the tank is empty and rinsed out.  Pour 1/2 
- 1 gallon of RV nontoxic antifreeze into the tank.  It is 
not recommended to use regular antifreeze.  Regular 
antifreeze can be harmful to humans, animals, crops, and 
the environment.

2. Engage the pump and spray with the spray gun. Make sure 
that the antifreeze has been pumped through the entire 
system.

3. Store the sprayer in a dry location away from the 
elements.

4. Before spraying in the spring it is recommended to flush 
the sprayer with fresh water to cleanse it of the antifreeze 
and any other buildup.  It would also be beneficial to do 
a thorough inspection of all sprayer components before 
spraying.

Maintenance Instructions  

Troubleshooting
As you use your LGX5P sprayer, it is possible that you will encounter minor problems that can be easily fixed.  The following problems 
and respective causes and solutions should cover most of the potential problems that you may face.  If you are having problems 
please attempt to use this troubleshooting section to solve the problem.  If you are unable to fix the problem please contact the 
original retailer for service.

Problems/Symptoms Possible Causes Solutions

Low Rate of Flow

Suction Strainer is partially clogged Remove the suction strainer and rinse

Pump valves are damaged/bad Replace the valves or contact the original retailer for repairs

Low voltage Charge or replace battery or charger

Pump Motor Runs But Will 
Not Spray

Air leak on the suction side of the pump Make sure the suction hose is immersed in spray liquid

Suction strainer is clogged Remove the suction strainer and rinse

Pump is damaged from chemicals not being 
properly rinsed out Contact the original retailer for service and pump repairs

Pump Will Not Run

Insufficient voltage Charge or replace battery or charger

Pump pressure switch is malfunctioning Replace the pressure switch or contact the original retailer 
for repairs

System is already pressurized Squeeze trigger to relieve pressure

Poor Spray Pattern Spray tip is clogged Remove the spray tip and rinse out
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Breakdown & Parts List

LGX5P Breakdown
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LGX5P Parts List

Breakdowns & Parts Lists

Ref # Qty. Part Number Description

1 1 L001 Caddy sprayer handle
2 1 L002 Handle mount and hose holder
3 1 L003 Sprayer rear tank support
4 1 L004 Sprayer main frame
5 1 L005 Sprayer axle
6 1 L006 Battery holder/leg stand
7 1 L007 Battery holder/leg stand
8 1 L008 5 gallon sprayer wiring harness
9 1 L009 5 gallon sprayer, battery charger

10 1 L011 5 gallon sprayer, tank
11 3 0500P 1/2” shaft collar
12 2 AR14X175P Wheel Assembly
13 1 8007-594-838 2.1 gpm 12 volt pump w/sw and fuse vi-san
14 1 ES7-12 12V Rechargeable Battery.12V 7.0AH/Caddy
15 4 MR1024*114S Machine screw, 10-24 x 1 1/4”, stainless steel
16 4 NNC1024S Nylon lock nut, 10-24, stainless steel
17 2 CB14*1G5 Carriage bolt, 1/4-20 x 1”, grade 5
18 15 CB14*12 Carriage bolt, 1/4-20 x 1/2”, grade 2
19 2 CB14*612 Carriage bolt, 1/4-20 x 6 1/2”, grade 2
20 1 DC2406 Loom clamp, 3/8”, nylon
21 2 3EL3838 Hose adapter, 90°, 3/8” MPT x 3/8” barb
22 3 62606 Hose Clamp, Narrow 5/16”-7/8” SS
23 2 DE90 5 gallon sprayer, logo decal
24 19’ 1206 EPDM rubber hose, 3/8”, 200 psi
25 1 N221119 Eye bolt, closed, 1/4-20 x 3”, zinc
26 2 N189472 Gripper clips, 3/8” - 5/8”, zinc
27 1 W1518 Oetiker clamp, 5/8”
28 2 TS15 Tarp strap, 15”
29 1 HB14*38G5 Hex head bolt, 1/4-20 x 3/8”, grade 5
30 2 WN14 Wing nut, 1/4-20
31 2 DC2510 Loom clamp, 5/8”, nylon
32 1 38027 Nozzle cap for tip/barb, 11/16-16 UNF, poly
33 1 A3838BR Hose adapter, 3/8” MPT x 3/8” barb, brass
34 1 8079PP50 Tip strainer, 50 mesh, poly body, SS screen, red
35 1 DE39 Decal, “Warning Read Owner’s Manual”, 2” x 3”
36 1 5080015PP406X26 TriggerJet spray gun, 15” poly extension, 3/8” HB inlet, X26 tip
37 4 NNC1024 Nylon lock nut, 10-24
38 4 FW10S Flat washer, #10, stainless steel
39 19 FN14 Flange nut, 1/4-20
40 4 MR1024*12 Machine screw, 10-24 x 1/2”, combo drive
41 1 F1505 Foamer tank lid, with hole
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CropCare® Limited Warranty

Warranty Coverage

Warranty Is Void if:

Getting Service

Model: LGX5P

1. This product has been subjected to, in the opinion of CropCare®, negligent handling, misuse, an accident or if the instructions in 
the owner's manual were not completely followed.

2. This product’s components have been altered in any manner or repairs have taken place with unapproved parts. 

All product warranty claims must be made through the original retailer.  All warranty claims must be submitted with an invoice or 
a proof of purchase that denotes the purchase date and place of purchase.  If you have any questions or comments concerning 
this warranty, please contact the original retailer.

CropCare® hereby provides a Limited One (1) Year Warranty on this product, manufactured by CropCare®. This product manufactured 
by CropCare® is warrantied against any manufacturer’s defects and any of this product’s components in the 12 months following the 
original date of purchase.

Defective components will be repaired or replaced at the discretion of the manufacturer. It is the responsibility of the purchaser 
to return warranted components to the manufacturer.  This warranty is limited to the repair or replacement of this product’s 
components only. CropCare® is not to be held liable for incidental or consequential damages of any kind. This warranty covers the 
purchaser of this product and any other owners who own it during the one (1) year warranty period.

To retain the warranty, the product must be operated and maintained as described by its owner’s manual.  For warranty service, please 
have a copy of the purchase invoice available.

Ordering Parts

Please contact the original retailer to order replacement parts for your product.
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