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Tank Capacity .......................................................................2.5 gallons
Power usage ................................7 amp draw / 15 amp start load
Min power supply ...................................................12 volt / 15 amp
Max continuous run time ................................................4-10 hours
Max boom length ...............................................................................60’
Wiring Harness ......................................................................24’ length
Shipping weight ...........................................................................46 lbs

2.5 gallon Foam Injector
Model #: F1000I

Identification of Machine

•	 Model #’s:  F1000I
•	 The model number and revision identification decal is located on the side of foam injector main frame.



3

Safety Precautions

Every year many unnecessary accidents occur due to improper equipment handling and a disregard for safety precautions.  You, the 
operator, can avoid accidents by observing the precautions listed in this section.

•	 The operator should be a responsible adult.  Do not 
allow persons to operate the foam injector until they 
have displayed a thorough understanding of foam 
injector safety precautions and operational use.

•	 Never attempt to operate the foam injector while 
under the influence of alcohol or drugs.

•	 Always use an approved foam solution.  Do not, on 
any occasion, use dish soap, hand soap, or any other 
cleaning product.  The use of an unapproved foaming 
solution could result in lowered performance or 
machine damage. 

•	 Do not eliminate the fuse on the battery wiring harness 
under any circumstances.  Elimination of the fuse could 
result in damage to the machine or personal injury.

•	 Always disconnect the power before performing 
maintenance or repairs on the foam injector.  Failure to 
adhere to this warning could result in personal injury.

•	 When performing maintenance on the foam injector, 
pay close attention to any moving parts.

•	 Do not touch the surface of the compressor or pump 
since it may cause burns during and after operation. See 
the warning label on the compressor or pump.

•	 Be aware of the location of the owner’s manual 

General Guidelines

warning decal on the foam injector’s frame.  Always 
replace any warning decals that are not legible or are 
missing  (Figure 1).

•	 If there is any portion of this manual that you do not 
fully understand, please contact the original retailer for 
more information.

Figure 1: Owner’s Manual Decal (DE39)

Read Entire Owner’s
Manual Before Operation

Warning

•	 Be aware of all safety guidelines, warnings, and cautions including those of the sprayer, no-till drill, or any other 
piece of equipment that the foam marker may be mounted on.

•	 Read and understand the warnings and instructions of the foam concentrate that you are using. 

•	 Always use an approved foam concentrate.

•	 Ensure that you have a power source that meets the requirements of 12 volt DC and 15 amps.

Please read and understand this manual and its instructions and warnings completely before operating 
the foam injector.

Before You Begin
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It is important to follow these mounting instructions to ensure that your CropCare® foam injector system operates at its fullest 
potential.  Please note that these are only general instructions for proper mounting and may not be relevant to all applications.  In 
certain applications, you may need be creative in order to achieve the best mounting technique.  If you are having trouble mounting 
your foam injector, please contact the original retailer for service.

Wiring Harness
1. Connect the 3-pronged female plug on the compressor 

end harness to the 3-pronged male connector on the 
power/control box harness.

2. Connect the power harness (F1507) supply wires to a 12 
volt, 15 amp DC power source.  Connect the red wire 
to a positive power source either at the tractor’s battery 
terminal or at a power access point with at least 15 amp 
capability.  The brown wire needs to be connected to a 
good ground source or to the negative terminal of the 
battery (Figure 2). 

3. Mount the control box in a location where it is easily 
accessible for operation. There are two metal tabs with 
pre-drilled holes on the back of the control box that can 
be turned out for mounting.  It is recommended to mount 
the control box using bolts through these metal tabs.

Mounting the Foam Injector

Note:  Make sure the power source that is utilized is rated at a minimum 12 volts/15 amps.  Using a 6 or 24 volt power source 
will cause damage to the machine and will void the manufacturer’s warranty.

Figure 2: F1507 Power End

To Power Supply (Red)
To Ground (Brown)

b

Foam Injector Unit
1. Begin by choosing a convenient location that is easily 

accessible for mounting and filling the solution tank.  The 
foam marker should be mounted where it will receive a 
minimal amount of dust or dirt.  The mounting location must 
be able to support the weight of the foam  injector unit with a  
full solution tank.

2. Secure the foam injector unit by attaching the foam 
injector frame to your equipment with bolts.  Four square 
holes are located on the bottom of the foam injector 
frame.  It is recommended to use 3/8” bolts to provide 
optimal stability.

Foam Injector Parts Bag

Ref # Qty. Part Number Description
1 25 1475UV Cable ties, 14”, black
2 4 6810052 Stainless hose clamp
3 4 6828 Stainless hose clamp
4 4 6820052 Stainless hose clamp

2

14

3
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Discharge Tubes
1. The discharge tubes (a) dispense the foam and should be 

mounted in the desired foaming position. Generally, they 
are mounted at the end of a sprayer boom (b) or at the 
ends of a no-till drill (Figure 4).

2. Mount the discharge tube using the 1/2” bolt (c) on the 
top of the stainless steel elbow (d) (Figure 4). 

3. If you are mounting the tube on a sprayer, a standard 
nozzle body clamp (e) can be used.  Simply mount the 
clamp on the sprayer’s boom and insert the 1/2” bolt 
through the hole where a nozzle body would normally 
be inserted and place a flat washer on either side of the 
clamp as shown (Figure 4).

4. On other applications it is also feasible to simply drill a 
hole through the equipment frame and thread the 1/2” 
bolt (c) through the hole and into the top of the discharge 
tube.

5. Ensure that the discharge tubes do not interfere with the 
operation of the equipment.  For example, make sure 
that the discharge tubes do not interfere with the spray 
pattern if you are mounting the foam marker on a sprayer.

6. Drop tubes can also be fastened with two hose clamps. 
(h)

Figure 4: Discharge Tube

b

e

a

f
d

Mounting the Foam Injector

c

g

Mixing Chambers
1. The foam mixing chambers (a) must be mounted in a vertical 

position and can be secured to the sprayer boom wing (b) 
with the four (two for each mixing chamber) large hose 
clamps (c) included in the kit. The mixing chambers must be 
mounted with the (2) 1/4” OD hoses from the foam injection 
unit to the bottom, and the 3/4” outlet (to discharge tube) 
on the top.  To prevent damage to the mixing chambers, 
install them on the trailing(rear) edge of the boom or inside 
the boom structure. Do not install mixing chambers on the 
leading(front) boom edge.

2. Install the mixing chambers so that the distance to the 
discharge tube is Limited to 8’ feet. Keeping the 3/4” 
discharge hose as short as possible will result in better 
foaming performance (figure 3).

a

To Discharge Tube
3/4” hose

b

Figure 3: Mixing Chamber Mounting

c

h

Air line

Foam line
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Operating Instructions
Before operating the foam injector, it is important that you read this entire manual and know all of the safety precautions.  Before 
operation it is also recommended that you do a thorough inspection of the foam injector.  Ensure that all hoses are attached and 
undamaged and that the wiring harnesses are properly connected to each other and to an adequate power source.

1. Fill the foam solution tank with the approved foam 
concentrate.  For optimal performance, use CropCare® 
Premium Foam Concentrate. Do not use dish soap, 
hand soap, or any other unapproved foaming solution as 
this will cause damage to the machine and will void the 
manufacturer’s warranty.  

2. Toggle the switch on the control box to the left or right 
position to provide power to the foam injector system. .

3. If the unit has not been used for some time, open the 
primer valve until fluid runs out. Close the primer valve 
so that the unit is ready to function.

4. Use the needle valve on the concentrate flow meter 
to adjust the supply of foam concentrate to the liquid 
pump. Increasing the supply will produce more foam and 
decreasing the supply will produce less foam. Adjustments 
take several minutes to influence actual foam output. At 
the optimal setting 2.5 gallons of foam concentrate will 
provide 4 to 10 hours of use.

Discharge Hoses
1. 200 feet of 1/4”OD nylon hose is included and will have 

to be cut as needed. Begin by pushing (one) 1/4” nylon 
tube into the left side air port and one into the left side 
foam port. Do the same for the right side. It is important 
to know which hoses are on the left side and which ones 
are on the right side.

2. Route the 1/4” OD nylon tubing to the mixing chambers. 
The tubing should be positioned in a manner so that it will 
not be kinked or pinched when, the boom is in the folded 
or unfolded position, for boom height adjustment, or 
other movements that the hose will be subject to. With 
the discharge hoses in the correct position, fasten them 
with the included cable ties.

3. Attach the 3/4” hose to the top of the mixing chambers 
and route to the discharge tubes. Clamp all ends with the 
included stainless steel hose clamps and secure the hose 
with the included cable ties.

4. Be sure the hoses do not interfere with the operation of 
the machine.

Figure 5: Discharge Hose Mounting

Mounting the Foam Injector

Fresh Water Supply
1. Connect the foam marker to a freshwater source(not 

included). Route the 1/4” OD Nylon tubing (included) 
from the fresh water inlet connector on the foam marker 
unit, to the fresh water source. Additional mounting 
hardware is available through your original retailer.

2. Your CropCare® injection marker includes a filter for 
the fresh water supply. It is located inside the foam 
marker unit. The filter should be checked and cleaned 
periodically (see “Maintenance instructions” section.)

Air

FoamFoam

Freshwater
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Winterizing your Foam Injector
It is essential that you winterize your foam injector to avoid damage and to allow for optimal performance. The winterization process 
should be undertaken before freezing conditions and/or after each season of use. Failure to winterize your foam injector will 
void the manufacturer’s warranty.

1. Empty the solution tank and fresh water supply tank. Add 
approximately 1/4 gallon of RV Non-toxic antifreeze to 
both tanks.

2. Adjust the foam concentrate metering valve to the 
maximum flow rate and operate the foam marker, 
cycling between  both the left and right sides until the RV 
Antifreeze has been flushed through the system.

3. Store the foam injector or the equipment that the foam 
injector is mounted on in a dry location away from the 
elements.

Maintenance Instructions

It is very important to perform maintenance on your foam injector before and after each use and at the end of each season of use.  
Proper maintenance practices will help to guard against any breakdowns and allow for maximum performance.

Routine Maintenance
Regular maintenance practices should include a thorough inspection.  Ensure that all hoses are attached and undamaged and 
that the wiring harnesses are properly connected to each other and to an adequate power source.  The following are important 
components of the foam injector and their respective maintenance requirements.

1. Foam Concentrate Liquid Strainer (a) (Figure 6):  The liquid strainer is located in the foam solution tank on the end of the suction 
hose.  It should be inspected and cleaned regularly.

2. Fresh Water Supply Strainer (b) (Figure 7): The fresh water supply strainer is  located inside the foam marker unit. The filter should 
be inspected and cleaned periodically.

Figure 6:  Foam Concentrate Liquid Strainer Figure 7:  Fresh Water Supply Strainer

a

b
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Troubleshooting
During your many years of using the foam injector, it is possible that you will encounter minor problems that can be easily fixed.  The 
following problems and respective causes and solutions should cover most of the potential problems that you may face.  If you do 
encounter problems, please attempt to use this troubleshooting section to solve the problem.  If you are unable to fix the problem 
contact the original retailer for technical advice.  

Problems/Symptoms Possible Causes Solutions

Motor Will Not Run

Loose wire connections Inspect wires and connections

Blown fuse Replace fuse on wiring harness

Malfunctioning switch Replace switch

Inadequate power source Connect power wires directly to 12 volt 15 amp. power supply

No Foam Output

Broken or bent leaf valve inside the compressor Replace leaf valve (See F1000I parts breakdown)

Discharge hose is pinched or kinked Locate problem area and fix or replace the hose

Clogged concentrate strainer or fresh water supply 

strainer.
Clean or replace stainer (See figure 6, page 8)

Low voltage (11 volts or less) to compressor Connect to 12 volt, 15 amp power supply

Foam Only On One Side

Low voltage to solenoid valve Switch to an adequate power source

Faulty wiring or switch Replace wiring and/or switch

Solenoid valve malfunctioning Replace the solenoid valve (See F1000I parts breakdown)

Low Foam Rate

Partially clogged concentrate strainer or fresh water 

supply strainer.
Clean or replace the stainer (See figure 6, page 8)

Incorrect amount of foam concentrate Turn needle valve to increase flow

Water being used is hard Use softened or rain water

Low voltage (11 volts or less) to compressor Connect to 12 volt, 15 amp power supply

Broken or bent leaf valve inside the compressor Replace leaf valve (See F1000I parts breakdown)

Discharge Tube Leaks Bolt on the top of discharge tube is no longer sealed Wrap Teflon tape around the bolt threads and replace the bolt

Maintenance Instructions
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Wiring Schematic

Maintenance Instructions

Yellow
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F004
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CropCare® LLC Limited WarrantyCropCare® Limited Warranty

Warranty Coverage

Warranty Is Void if:

Getting Service

F1000I

1. This product has been subjected to, in the opinion of CropCare®, negligent handling, misuse, an accident or if the instructions in 
the owner's manual were not completely followed.

2. This product’s components have been altered in any manner or repairs have taken place with unapproved parts. 

All product warranty claims must be made through the original retailer.  All warranty claims must be submitted with an invoice or 
a proof of purchase that denotes the purchase date and place of purchase.  If you have any questions or comments concerning 
this warranty, please contact the original retailer.

CropCare® hereby provides a Limited One (1) Year Warranty on this product, manufactured by CropCare®. This product manufactured 
by CropCare® is warranted against any manufacturer’s defects and any of this product’s components in the 12 months following the 
original date of purchase.

Defective components will be repaired or replaced at the discretion of the manufacturer. It is the responsibility of the purchaser 
to return warranted components to the manufacturer.  This warranty is limited to the repair or replacement of this product’s 
components only. CropCare® is not to be held liable for incidental or consequential damages of any kind. This warranty covers the 
purchaser of this product and any other owners who own it during the one (1) year warranty period.

To retain the warranty, the product must be operated and maintained as described by its owner’s manual.  For warranty service, please 
have a copy of the purchase invoice available.

Ordering Parts

Please contact the original retailer to order replacement parts for your product.
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