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PaulB LLC  thanks you for choosing to purchase one of our plastic wrapper models.  We 
appreciate your business and want to personally fill all of your equipment and sprayer needs. We 
also desire to provide you with the technical support and needed parts that will allow you to 
continue operating your equipment without disruption.  Please see the Contact Us section on 
page 16.
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Before You Begin
 Please read and understand this manual and its instructions and warnings 

completely before operating the plastic wrapper.

 Be aware of all safety guidelines, warnings, and cautions including those of 
the tractor manufacturer.

 Familiarize yourself and other operators with the plastic wrapper's 
components and how all parts are operated.

 Always remember that good safety practices are the most important part of 
operating a piece of equipment

Page 1



! Safety Precautions !
General Guidelines

Every  year  many  unnecessary  accidents  occur  due  to  improper  equipment  handling  and  a 
disregard for safety precautions.  You, the operator, can avoid accidents by observing the precautions in 
this section.

 Operators of the tractor and the plastic wrapper should be responsible adults.   Do not 
allow persons to operate this plastic wrapper until they have displayed a thorough 
understanding of sprayer safety precautions and operational use!

 Never attempt to operate this plastic wrapper when under the influence of alcohol or 
drugs.

 The best defense against accidents is a careful and responsible operator!
 Safety  warning decals  are  located  on both  sides  and on rear  side  of  the  plastic 

wrapper.  Be aware of the location of all four warning labels.  The warning labels 
looks like the one shown below.

 Always replace any safety warning decals that are not legible or are missing.
 When transporting the plastic wrapper on public roads, always  follow state and local 

regulations regarding safety and transportation requirements.  Use the necessary lights 
and slow moving vehicle (SMV) emblems.

 If there is any portion of this manual that you do not fully understand, please contact 
PaulB LLC.

Before Operation
 Carefully study and completely understand the plastic wrapper owner's manual before 

operation.
 Have  all  potential  operators  practice  operating  the  plastic  wrapper  until  all 

operators are completely capable of safe operation!
 Do not wear loose-fitting clothing which may catch in moving parts.
 Ensure that the plastic wrapper does not exceed the tractor's  load rating.   The plastic 

wrapper weighs approximately1000 lbs.
 Give the wrapper a visual inspection for any worn parts, loose bolts, damaged or leaking 

hoses, and other visible problems.  Before operating, make the necessary repairs.  See the 
Maintenance Section (pg.7).
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 NEVER check for hose leaks with your hands!  If oil would penetrate your skin and enter 
your blood stream, the results could be fatal!  If there is any visible damage on any of the 
hoses, replace them immediately.

 Make sure the operating area is clear of any people or obstructions before using the 
plastic  wrapper.   DO  NOT  ALLOW  people  near  the  plastic  wrapper  during 
operation!

During Operation
 Always be aware of bystanders, especially children!  Never allow anyone, other than 

the  operator,  near  the  plastic  wrapper  when it  is  in  operation  or  when the  tractor  is 
running.

 Do not allow any passengers on the tractor or on the plastic wrapper at any time!
 BE  AWARE of  the  spinning  reel  which  holds  the  plastic.  Never allow  any 

operators  or  bystanders  to  adjust,  clean,  or  be  near  the  reel  when  the  wrapper  is  in 
operation!  Keep all body parts, clothing, and tools (including the reel release bar) away 
from the reels when in operation.  Failure to follow these safety warnings could result 
in serious injury or death!

 Always turn the tractor off before removing the plastic from the reels.  Exercise 
caution when using the reel release bar due to the fact that the reel is under much tension.

 Never attempt to operate the plastic wrapper alone.  One person must operate the tractor 
and one person must operate the plastic wrapper.

 The plastic wrapper operator needs to follow special safety precautions.  Never  jump off 
the plastic wrapper when it is in operation.  Always keep both hands on the grab rails. 
This practice will give stability in the case of sudden movements caused by changes in 
the terrain.

 The operator of the tractor shouldn't routinely turn around to check the plastic wrapper. 
The tractor operator's main focus should be on driving.  The plastic wrapper operator 
should signal verbally if the tractor operator should stop or adjust his speed.

 Never obstruct the movement of the control levers.  The levers must be able to return 
to neutral when released.

 Never operate the tractor over 5 MPH.
 Practice special caution when operating the plastic wrapper on uneven surfaces and on 

inclines. Do not attempt to operate the plastic wrapper on terrain that will or could 
possibly endanger the tractor or plastic wrapper operator.  Be aware of dangerous 
terrain such as holes, slopes, drop-offs, banks, rocks, and hidden hazards.

 Remember that accidents can even happen to seasoned operators.  Always take your time 
and follow all safety instructions.

 Never leave running equipment unattended.
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Following Operation
 Following operation, stop  the tractor unit, set brakes, shut off engine, remove the ignition 

key.
 Before unhooking the plastic wrapper lower the drop leg to provide stability.  Park the 

plastic wrapper on a hard level surface.  If possible, park it indoors.
 Store the plastic wrapper away from human or livestock activity.
 Do not allow children to play on or around the plastic wrapper.
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Operating Instructions
Before operating your plastic wrapper, it is important that you read this entire manual and know 

all safety precautions.  Always take your time and be alert when operating your plastic wrapper.  These 
simple  actions  will  allow you  to  continue  operating  your  wrapper  without  accident  or  interruption. 
Note:  Remember to raise the drop leg before operation.

1. Setting Width:  
Before setting the width, ensure that the plastic wrapper and all hydraulic hoses are correctly 
hooked up.  The coil spring shanks and side coulters (if applicable) will need to be adjusted to 
the correct width for your plastic width.  Adjust the coil spring shanks so that the edge of the 
covered plastic is 1” from the inner side of each coil spring shank. This places the shovel wing 
under the buried portion of plastic.  If your wrapper is equipped with side coulters, position them 
in line with the coil spring shanks.  The side coulters will cut any weeds or debris to keep spring 
shank from loading up with debris. If your wrapper isn't equipped with side coulters, you may 
want to contact PaulB LLC to purchase them.

2. Setting Depth:  
The coil spring shanks, the gauge wheels, and the the side coulters (if applicable) will be need to 
be adjusted to the correct depth.  The depth adjustment will vary with the type of plastic rows 
(raised bed, flat bed) and with the amount of soil your plastic layer uses for coverage.

Raised Bed: The center coulter and side coulters (if applicable) should run about 3” into 
the soil.  It is important to note that the center coulter has only two setting and the higher 
setting  is  used  for  raised  beds.  The  gauge wheels,  coil  springs  shanks,  and  the  side 
coulters will need to be adjusted lower for the raised bed.  Adjust the gauge wheels to 
achieve the desired depth of the center coulter and then adjust coil shanks and outside 
coulters to proper depth. The wings on the coil spring shanks should be set 1” below the 
covered plastic.  The depth of the soil covering the plastic will vary with your plastic 
layer.

Flat Bed:  First set center coulter to lower setting. The center coulter and side coulters (if 
applicable) should run about 3” into the soil.  The coil spring shanks and side coulters 
should be set at approximately the same depth.  Adjust the gauge wheels to achieve the 
desired depth of the center coulter, then adjust coil shanks and outside coulters to proper 
depth. The wings of the coil spring shanks should be set 1” below the covered plastic 
The depth of the soil covering the plastic will vary with your plastic layer.
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3. Preparing for wrapping:  
With the width and depth set, you are now ready to start wrapping.  It is important for the tractor 
driver to start straight on the row.  In order to split the plastic, drive 15 to 20 feet with the plastic 
wrapper at the correct depth and stop.  Take a plastic end and thread it through the plastic guide, 
wrap the plastic around the reel and knot it to the plastic.  Do not knot the plastic to the reel 
itself!  This will make removing the plastic upon completion more difficult.  Repeat the process 
for other reel.

4. Using the Control Levers:  
The plastic wrapper operator should now stand on the platform and firmly grip the hand rails. 
The operator should familiarize them self with the control levers.  The control levers control the 
speed of the reels which in turn controls the plastic wrapping speed.  Pushing the lever forward 
will increase the speed of the reels and pulling the lever back will slow the reels down.  The reels 
will stop if the control lever is released.  Before moving, push the control levers forward to pull 
up the excess plastic.  After the tractor operator begins to move, the plastic wrapper operator 
needs to control the speed of the reels, so the plastic is lifted approximately 6” - 40” behind the 
coil shank. The reel speed must be adjusted by the wrapper operator to match the speed of travel. 
When the reel is running the proper speed, the plastic should not be touching the plastic 
guide! Running the reel too slow for an extended period of time will cause the plastic fall 
off the back of the reel. 

5. Plastic wrapping:  
The tractor driver should drive at a speed that is comfortable for the plastic wrapper operator.  A 
comfortable speed may vary with the conditions, but generally 3 mph is recommended for safe 
and efficient operation.  Operating the wrapper too slowly may increase the chance of tearing the 
plastic, but do not exceed 5 mph!  The tractor operator's primary focus should be on driving and 
keeping the tractor straight on the rows. 

6. Removing the plastic:  
 TURN THE TRACTOR OFF! When the reel nears its capacity, you 
will have to remove the plastic.  You may find that it is advantageous 
to remove the plastic before the reel is completely full.  A partially full 
reel is lighter and the plastic will come off the reel more easily.  To 
remove the plastic, TURN THE TRACTOR OFF,  insert the reel 
release bar into the reel and pull back to release and collapse the reel. 
If it requires to much force  to release the reel the reel stops needs to be adjusted (see “Adjusting The 
Reel” on page 8).  The plastic should now slid off the reel when pulled.  Before wrapping again, 
push forward on the reel to ensure that is firmly in its wrapping position.  This will assure that the 
reel doesn't collapse during wrapping. 
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Maintenance Instructions
Routine Maintenance

It is very important to perform routine maintenance on your plastic wrapper before and after each 
use.  Good maintenance practices will help to guard against breakdowns and accidents.

1. Give the wrapper a visual inspection for any worn parts, loose bolts, damaged or leaking 
hoses, and any other visible problems.  Before operating, make the necessary repairs. 

2. It important to grease all of the parts with grease zerks regularly. 
Grease before every use:
Center Coulter: 2 zerks
Gauge Wheel: 1 zerk
Side Coulters (if applicable): 1 zerk each
Grease every 20 hours or every season:
Shaft Bearings (4):  1 zerk each

Hose Maintenance
Before every use, it is important to give your hydraulic hoses a thorough inspection.  Check the 

hoses for leaks and for hose damage such as metal fibers showing.  NEVER check for hose leaks with 
your hands while the hydraulic system is pressurized!  If oil would penetrate your skin and enter your 
blood stream, the results could be fatal!  If there is any visible damage on any of the hoses, replace them 
immediately.

Adjusting The Reels
As the plastic wrapping reels wear, it may be necessary to adjust the stop bolt on each bar. This 

is the bolt the springs pull each outer reel tube back against (Ref# 8 of the reel breakdown on page 12). 
When this bolt is adjusted properly the links on the outer reel tube should be leaning forward slightly 
and it should only take minimal force to release the reel. If the links lean forward too far, it will take 
excessive force to release the reel. This can result in damage to the reel.  If the links lean back to far, the 
reel will collapse on it's own. 
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Plastic Wrapper Breakdown

Page 8

25

18 17

47

44

42

52
53

52
53

7

55

17
18

1720

22

21

20
37

38

17

17
19

19

34

35

5

35
32

32
30

8

29
28

27

52

53

58

57
52

53

52
53

52
53

34
33

50
52
53

54

51
52

53

2

3

39
40

24

12

12

11

24
25

13

17
18

6

24
25

36

33

36

31

9

16

15

4

49

55

57

56

48

2626

1

14

10

46
45

43

24
25

41

52
53

23

23

59



Plastic Wrapper Parts List
Ref. # Qty. Part Number Description

1 1 PR2502 Wrapper tool bar
2 1 PR2504 Cage tube (platform)
3 1 PR2503 Cage (platform)
4 1 PR2507 Rear leg stand
5 2 PR2501** Complete reel assembly
6 1 PR2520 Plastic guide, left
7 1 PR2521 Plastic guide, right
8 2 PR2522 Reel mounting post
9 2 PR2017 Reel release bar
10 2 PR2510*** Gauge wheel assembly
11 1 PR2019 Offset shovel, left

N/S 1 PR2018 Offset Shovel, Right
12 4 PB716*2 Plow Bolt
13 2 PR2531 Coil spring shank
14 2 PR2015* Gauge wheel clamp
15 2 PR2014 Coil spring shank clamp
16 2 PR2515 Side coulter clamp
17 22 JNC12 1/2” jam nut
18 10 SHS12*2 1/2” x 2” set screw
19 8 SHS12*114 1/2” x 1 1/4” set screw
20 6 SHS12*112 1/2” x 1 1/2” set screw
21 2 PR2013**** Side coulter assembly (includes #16)
22 1 PR2505**** Center coulter assembly
23 2 H5C12*212 1/2” x 2 1/2” bolt
24 14 LW12 1/2” lock washer
25 14 NC12 1/2” nut
26 2 00213 Lift pin cat. 1-2 forged
27 2 ADM100-4RP Motor, hydraulic, 1” shaft, 1/2” MPT port
28 2 PR2506 Reel motor plate
29 8 LW38 3/8” lock washer
30 8 H5C38*1 3/8” x 1” bolt
31 2 S1C-100-100-BLA Shaft coupler 1” with 1/4” Key
32 4 UCP208-24 Power rite bearing, 1 1/2”  
33 4 GF101 Grease Fitting, 1/4-28, straight
34 8 FW12 1/2” flat washer
35 8 H5C12*2 1/2” x 2” bolt
36 4 ER200824* 1 1/2” locking collar
37 1 PR2508 Wrapper cage tube clamping plate
38 2 H5C58*7 5/8” x 7” bolt
39 2 LW58 5/8” lock washer

* Individual part is included in a complete assembly.
** Reel breakdown is listed on page 13.
*** Gauge wheel assembly breakdown is listed on page 12
**** Coulter breakdown is listed on page 10 & 11.
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Plastic Wrapper Parts List
Ref. # Qty. Part Number Description

40 2 NC58 5/8” nut
41 1 01518 Hitch pin, 3/8” x 3 1/2” cold forged
42 4 H5C12*114 1/2” x 1-1/4” bolt
43 2 RDRS-108-16 Flow control 0-16 GPM, w/ relief 
44 4 H5C14*212 1/4” x 2 1/2” bolt
45 4 LW14 1/4” lock washer
46 4 NC14 1/4” nut
47 2 PB1*516 Plastic Ball Knob
48 2 0313P 5/16” shaft collar
49 2 CB516*8 5/16” x 8” carriage bolt
50 1 SC-78 Spring Ext. SS 7/16” x 2 7/8” (2/PK)
51 2 6901-08-08 Hyd. adapter, 1/2” MPT x 1/2” FPT swivel
52 18 HY08-08MP Hyd. hose end, 1/2” hose x 1/2” MPT
53 64.5' 5109-08 Hyd. hose, 1/2”, 2000 PSI
54 4 6900-08-08 Hyd. adapter 1/2” ORB x 1/2” FPT swivel
55 2 1603-08-08-08 Hyd. tee, 1/2” FPT swivel
56 1 ATR08 Hyd. check valve, 1/2” NPT, 3000 PSI
57 2 S71-4 Hyd.quick coupler, 1/2” FPT x male tip
58 4 1404-08-08 Hyd. adapter 1/2” MPT x 1/2” FPT swivel
59 1 5404-08-08 Hyd. Nipple, 1/2” MPT

Continued on next page.
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Center Coulter Breakdown
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Coulter Parts List
Ref. # Qty. Part Number Description

1 2 H5C34*412 3/4” x 4 1/2” bolt
2 2 H5C12*412 5/16” x 4 1/2” bolt
3 2 PR2005A Center coulter side plate
4 8 FB1620-8 Brass bushing, 1” x 1 1/4” x 1” flanged
5 4 TP134278 Bushing 1” x 3/4” x 2 7/8”
6 1 PR2505C Center coulter mount
7 4 GF101 Grease fitting, 1/4-28, straight
8 15 NC12 1/2” nut
9 1 N221325 1/2” x 8” eye bolt
10 1 12978 Spring ext. 3” x 10”
11 1 PR2005E Center coulter spring bushing
12 12 H5C12*1 1/2” x 1” bolt
13 3 PR2005B Coulter hub
14 3 F17157MLWR Coulter 17”
15 13 LW12 1/2” lock washer
16 4 LW34 3/4” lock washer
17 4 NC34 3/4” nut
18 2 H5C34*6 3/4” x 6” bolt
19 2 FW34 3/4” flat washer
20 1 PR2013A Side coulter tube
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Side Coulter Breakdown
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Gauge Wheel Breakdown

Guage Wheel Parts List
Ref. # Qty. Part Number Description

1 1 PR2509 Guage wheel tube & spindle
2 1 MWH4C Hub assembly (includes ref# 3-9)
3 2 12192VB Oil seal, 1.25” ID x 1.979” OD x .25” W
4 2 L44643 Tapered bearing, 1” ID
5 2 L44610 Tapered bearing cup, 1.980” OD
6 1 N/A Spindle hub, 4 hole  (not available separately)
7 1 CNC1 1” castle nut
8 1 CT332*112 Cotter Pin 3/32” x 1 1/2”
9 1 1550 Hub cap, 1.988” OD x 1.21” ID
10 1 MW16654TR 15” wheel, 4 lug
11 4 5400820 1/2” x 1” wheel bolt
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Reel Breakdown
Reel Parts List

Ref. # Qty. Part Number Description
1 1 PR2501A Reel center tube w/ 1 1/2” shaft
2 2 PR2501B Reel outer tube
3 2 PR2501C Reel outer tube
4 2 S-255 Spring, 7/8” x 3 1/2” (2/PK)
5 8 H5C12*4 1/2” x 4” bolt
6 8 LW12 1/2” lock washer
7 8 JNC12 1/2” jam nut
8 4 H5C38*112 3/8” x 1 1/2” bolt
9 8 NC38 3/8” nut
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Contact Us
We desire to give you continuing service in the best manner possible.  This includes listening to 

your comments, suggestions, and problems.  We will do our best to answer all questions thoroughly and 
in a timely manner.  We have trained sprayer technicians who are more than willing to listen to any 
questions or problems and help you to find a feasible solution.

Ordering Parts

We have a fully-stocked parts department that will be able to meet all of your parts needs.  Our 
trained  salespersons  will  ensure  that  all  purchases  are  processed  smoothly  and shipped in  a  timely 
manner.  Our hardware store also has a plumbing, electrical, automotive, paint, lawn & garden, and a 
power tool department.  We are set up to ship our products via UPS and would be glad to work with you 
on the best shipping solution.  If you desperately need a part, we are able ship UPS Next Day Air for 
many locations.

PaulB LLC
A Paul B Zimmerman Inc. Company

50 Woodcorner Road
Lititz PA 17543

Parts Dept (717) 738-7355 ext 2000
Corporate Office (717) 738-7350

Fax (717) 738-8061
www.CropCareEquipment.com
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Note:  When ordering parts, please provide our sales staff with the correct part number and 
description listed on the parts list.   To directly reach our parts department, please call 
(717) 738-7355 ext 2000.
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