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Identification of Machine
•	 HF75 (75’ Hydraulic Fold Boom)

•	 Information regarding the intended use for which the machine was designed for and ways in which the machine should not 
be used.

•	 Familiarize yourself and other operators with the equipment’s components and how all parts are operated.

•	 Contact / Sources for help interpreting the owners manual.

Introduction
Please read and understand this manual and its instructions and warnings completely before operating the sprayer.



-The safety alert symbol for safety signs & decals that contain one of the three signal words (DANGER, WARNING, & CAUTION) will 
appear as shown in figure 1. 

Safety Alert Symbol

Figure 1: Safety Alert Symbol

Signal Words

-There are three signal words; DANGER, WARNING, and CAUTION. The signal words bring attention to the existence and 
relative seriousness of a hazard.

•	 DANGER:  The signal word DANGER indicates an imminently hazardous situation which, if not avoided, will result in 
death or serious injury

•	 WARNING:  The signal word WARNING indicates a potentially hazardous situation which, if not avoided, could result in 
death or serious injury.  

•	 CAUTION:  The signal word CAUTION indicates a potentially hazardous situation which, if not avoided, may result in 
minor or moderate injury.

-Additional Signal Words.

•	 NOTE:  The signal word NOTE provides information on operator safety and operator tips.

•	 IMPORTANT:  The signal word IMPORTANT indicates a recommended action or a restriction that will ensure correct 
equipment operation and performance.

Safety
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Safety

Preparation for Use

Hazards

Every year many unnecessary accidents occur due to improper equipment handling and a disregard for safety precautions.  You, the 
operator, can avoid accidents by observing the precautions in this section.

•	 The best defense against accidents is a careful and responsible operator. 

•	 The operator should be a responsible adult.  Do not allow persons to operate this sprayer until they have displayed a thorough 
understanding of sprayer safety precautions and operational use!

•	 Never attempt to operate this sprayer when under the influence of alcohol or drugs.

•	 ALL replacement parts need to be an OEM part or an aftermarket equivalent

•	 If there is any portion of this manual that you do not fully understand, please contact the original retailer.

•	 Review specifications and ensure that this product is only used with a compatible tractor.

•	 Never exceed the maximum lift or towing capacity specified by the tractor manufacturer.

1.) General Guidelines

•	 Be aware of the location of all the safety and warning decals.  Always replace any decals that are illegible or are missing.

•	 Carefully study and understand this owner’s manual.

•	 Before adding chemicals, have all operators practice operating the sprayer (clean water only) and its attachments until all 
operators are completely capable of safe operation.

•	 Do not wear loose-fitting clothing which may catch in moving parts.

•	 Visually inspect the sprayer for any worn parts, loose bolts, or other visible problems, and make the necessary repairs. 

•	 Never check for hydraulic hose leaks with your hands.  If oil penetrate’s the skin and enters the bloodstream, the results could 
be fatal.  If there is any visible damage to the hoses, replace them immediately.

•	 All sprayer maintenance should be performed with the sprayer unhooked from the tractor and clean of any harmful chemicals.

•	 Make sure the area is clear of any people or obstructions before using the sprayer.

•	 Make sure to only use the designated operators platform to climb onto sprayer (if equipped).

2.) Spraying Preparation
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Safety

•	 Always be aware of bystanders, particularly children!  
Always look before moving the sprayer or engaging the 
PTO. Bystanders should never be allowed near the sprayer 
during operation.

•	 No passengers are allowed on or in the tractor or sprayer at 
any time.

•	 A hydraulic boom, if improperly operated, can be very 
dangerous to the operator and/or bystanders.  Do not allow 
anyone near the boom during operation or anytime the 
hydraulic system is engaged.

•	 Be aware of the boom’s moving parts and the portions 
of the boom where the risk of pinching is high.  It is also 
important to remember that the boom extends and swings 
in a fast progression.  When extending the boom be aware 
of any obstructions that could damage the boom.

•	 Be aware of all the safety and warning decals on the boom 
(Figures 1-5).

•	 If a hydraulic boom’s movement is too fast or jolting, the 
hydraulic flow on most tractors can be adjusted.  Proper 
flow adjustment can further increase the safety of the 
sprayer.

•	 Keep hands and body parts clear of all moving parts.

•	 Only disconnect sprayer on a solid level surface.  The tank 
must be empty.

•	 Be aware of dangerous terrain such as holes, slopes, drop-
offs, banks, rocks, and hidden hazards.  Operate the tractor 
and sprayer up and down slopes, not across.

•	 When operating on inclines, it is especially important that 
your tractor is equipped with Roll Over Protection System 
(ROPS).

•	 Allow for sprayer boom length when making turns.

•	 Never leave running equipment unattended!

•	 Remember that accidents can even happen to seasoned 
operators.  Always take your time and follow all safety 
instructions.

Figure 2: Moving parts warning decal (DE24)

Figure 1: Swinging boom warning decal (DE26)

During Use

Figure 5: Pinch point decal (DE22)

Figure 4: Disconnecting Sprayer (DE136)

Figure 3: Pinch point decal (DE23)
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Safety

Clearing Blockages and Cleaning

Transporting the Sprayer

•	 When transporting the sprayer on public roads, always 
follow state and local regulations regarding safety and 
transportation requirements.  Use the necessary lights 
and slow moving vehicle (SMV) emblems.

•	 Never exceed the tractor, or alternative vehicle’s load 
and/or tow ratings.

•	 When transporting the sprayer, the sprayer’s boom 
must be in the fully closed position and secured.  If 
the sprayer is equipped with a hydraulic boom, the 
boom is secured by closing the ball valve located on 
the hydraulic folding cylinder (Figure 1). 

•	 Check lighting before traveling.

•	 Make sure SMV sign is not blocked or bent. 

Figure 1: Hydraulic valve warning decal (DE25)

Maintenance and Adjustment

•	 Wear  chemical resistant gloves and eye protection at all times while performing adjustments and maintenance.

•	 Make sure sprayer is lowered onto level ground entirely before performing adjustments and maintenance.

•	 Make sure sprayer is clear of all chemical residue in the location where the adjustments are being made.

•	 Be sure to THOROUGHLY wash any skin that has been exposed to chemicals after performing adjustments and maintenance.

•	 Wear  chemical resistant gloves and eye protection at all times while clearing blockages and cleaning the sprayer.

•	 Before clearing blockages and cleaning, make sure the sprayer and rinse tank is drained entirely.

•	 Make sure the sprayer is parked on level ground before clearing blockages and cleaning the sprayer.  

•	 Do not stand on the sprayer while clearing blockages and cleaning the sprayer.

•	 CAUTION: Be sure to THOROUGHLY wash any skin that has been exposed to chemicals after clearing blockages and cleaning 
the sprayer.
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Safety

After Use / Storage

•	 Following operation, stop the tractor unit, set the brakes, disengage PTO shaft, shut off the engine, and remove the ignition 
key. 

•	 Completely rinse the entire sprayer and all of its components of all chemical residue after every use.

•	 Dispose of rinsate in accordance with chemical application guidelines.

•	 Park the sprayer on a hard level surface, away from all human and livestock activity.

•	 Do not permit children to play on or around sprayer.

Safety Signs
-Signs and decals used to indicate safe practices while preparing, transporting, and operating the sprayer.
-Make sure that they are not obstructed by dirt or chemical residue.  Clean as necessary.
-Replacements can be ordered from a CropCare® Dealer.

Figure 1: PTO warning decal
-Located on the PTO driveline guard.

Figure 3: Chemical Warning Decal (DEMT3980)
-Located on the main tank of the sprayer.

Figure 4: Fresh Water Only decal (DE21)
-Located on rinse and safety tanks.

Figure 2: Owner’s Manual Decal (DE39)
-Located on the main tank of the sprayer

Figure 5: Read Owner’s Manual Warning (DE115)
-Located at components that require operator adjustment
-See Owner’s Manual for information on components requiring 
operator adjustment.
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Safety

Figure 6: Climbing on Sprayer (DE141)
-Located on front sprayer handrail.

Figure 8: Moving parts warning decal (DE24)
-Located on moving parts, mostly on the boom.
-Stand clear of moving parts on the sprayer.

Figure 7: Swinging boom warning decal (DE26)
-Located on sprayer boom wings.
-Stand clear of wings when folding or unfolding.

Figure 9: Hydraulic valve warning decal (DE25)
-Located on hydraulic cylinders

Figure 10: Disconnecting Sprayer (DE136)
-Located near the hitch on the sprayer.

Figure 12: Pinch point decal (DE23)
-Located at points where moving parts 
come close together, mostly on the boom.
-Keep clear of pinch points.

Figure 12: Slow Moving Vehicle Sign (SMV)
-Located on the rear of the sprayer.
-Indicates that this is a vehicle or implement that is 
traveling slower than the rate of traffic.

Figure 11: Pinch point decal (DE22)
-Located at points where moving parts 
come close together, mostly on the boom.
-Keep clear of pinch points.

Safety Signs
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Operation

Operating Instructions

Pre-start Instructions

Before operating the sprayer, it is important that you read this entire manual and know all safety precautions.  Always take your 
time and be alert when operating your sprayer.  This will allow you to safely spray without accident or interruption.

1. To avoid injury from chemical hazards, wear the proper protective clothing. Each chemical manufacturer's clothing 
requirements are listed under the “Personal Protective Equipment (PPE) section in the chemical's instructions.

2. Connect the hydraulic hoses to the tractor's hydraulic ports.  The hydraulic hoses come in pairs for the left and right booms.  
The pairs must be connected together for proper operation.

3. Connect the hydraulic hoses for boom height adjustment.

4. Ensure that the ball valve located on the boom folding cylinder is in the closed position before transporting the sprayer.  See 
“Transporting the Sprayer” section.

1.) Preparing the Sprayer

Starting Instructions

Beginning to Spray

-Be sure to read and understand all operating instructions.  Failure to do so could result in injury or voiding of warranty.
-Make sure to be familiar with all of the sprayer’s controls before operating.

1. After arriving at spray location, open the hydraulic valves on the boom folding cylinders.

2. Check for any obstructions, raise the boom so it is clear of the boom wing rests, and open the boom to the fully extended 
position.

3. If your sprayer is equipped with hydraulic boom height adjustment, use the tractor’s hydraulic controls to raise or lower the 
boom to the desired spray height.  If your sprayer is equipped with manual boom height adjustment, use the boom winch to 
adjust the boom height.  

NOTE:  If during operation the boom contacts the ground or any other stationary object potential damage may occur and void 
the manufacturer’s warranty.  Be aware of any obstructions that could harm the boom.  During spraying a hydraulic boom can 
be raised and lowered as needed. 

NOTE: If the hydraulic boom is not operating smoothly, or it is operating too quickly, you may need to adjust your tractor’s 
hydraulic flow.
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Operation

Stopping Instructions

During Spraying

Shut-Down Instructions

End of Spraying

1. At the end of the row, insure that the boom will clear all obstacles.  Adjust boom height and wing height as needed.

1. Before transporting the sprayer, raise the boom to its maximum height to clear the boom wing rests.  Then fold the boom 
wings, and lower the boom until it is inside the boom wing rests.  Close the hydraulic locking valve near the hydraulic folding 
cylinder (if applicable) to allow for safe transportation of the sprayer.

2. Before removing hydraulic hoses turn off tractor and cycle hydraulic levers to release any hydraulic pressure.  Unhook the 
sprayer and store the sprayer on a hard level surface in a location away from human and livestock activity.
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Operation of all Functions

Operation

Boom Air Ride Height

1. The air ride height can be adjusted (raised or lowered) by 
increasing or decreasing the air pressure in the air ride system 
using the regulating valve on the side of the compressor box 
(a) (Figure 1).  

2. To operate the air regulating valve (a) (Figure 1) lightly pull 
out on the knob and turn clockwise to increase air pressure 
(raise boom) or turn counter clockwise to decease air pressure 
(lower boom).  

3. When the boom is at the desired height, push the regulating 
valve knob in to lock it in place.

4. In the case of an air ride pump system failure, the boom 
center frame will lower against the hard stoops on the boom 
control links.  Operating the sprayer in this position will cause 
damage to the boom and void the manufactures warranty.  
A Schrader valve (b) (Figure 2) is provided to temporarily 
charge the suspension system with compressed air to achieve 
the optimum ride height.  NOTE:  To determine optimal ride 
height reference the decal (a) (Figure 2) on the Air Ride 
System Box.

IMPORTANT: The Schrader valve is only intended to be a 
temporary solution to an air ride pump system failure.  If an air 
ride pump system failure occurs, only use Schrader valve to fill 
the air ride shocks to optimum ride height to finish the current 
spraying task at hand.  Fix the air ride pump system promptly 
if a pump failure occurs.

Figure 1: Air Ride Regulating Valve

a

b

Figure2: Air Ride System Box

a
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Operation

Troubleshooting
-Information for fault diagnosis and remedy of problems in operation.

Issue Probable Cause Solution

Boom making noise when folding/
unfolding

Insufficient lubrication of cam roller Lubricate cam roller

Insufficient lubrication of center frame ball 
joint Lubricate center frame ball joints

Insufficient lubrication of outer wing ball joints Lubricate outer wing ball joints

Boom not folding properly

Insufficient lubrication of cam roller Lubricate cam roller

Boom guide pin stop set too tightly Adjust guide pin stop to allow smooth operation

Dirt in hydraulic line plugging flow limiting 
orifice

Close boom locking valve, drain contaminated oil 
for hose connect to base end of cylinder

Boom not level when unfolded

Insufficient lubrication of boom link ball joints Lubricate ball joints

Bad shock absorber Replace bad shock

Insufficient pressure in air ride system Adjust pressure regulating valve to set boom at 
ideal ride height

Boom not unfolding properly

Boom latching mechanism not adjusted cor-
rectly

Adjust latch pin plate and or control arm turn-
buckles as necessary

Boom latching mechanism damaged Replace damaged components and adjust latch as 
needed

Dirt in hydraulic line plugging flow limiting 
orifice

Close boom locking valve, drain contaminated oil 
for hose connect to rod end of cylinder

Boom height adjustment difficult 
or not adjusting smoothly Inadequate lubrication of slider frame Lubricate boom slider frame

Boom not riding smoothly
Pressure in air ride system too low or too high Adjust pressure regulating valve to set boom at 

ideal ride height

Air ride system not operating Trouble shoot and repair air ride system

Unable to increase air ride system 
pressure

Power is not being supplied to compressor Pressure switch is not functioning

Bad air pressure regulator Replace air pressure regulator

Bad compressor Repair or replace air compressor

Compressor operates continuously 
or too often

Air leak in fitting or air line Repair air leak

Bad pressure switch Replace pressure switch
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Operation

Compressor

Pressure Switch
w/ Pressure Relief

85-105 PSI

Regulating 
Valve

Schrader 
Valve

TEE TEE TEE

TEE

Shock Shock Shock Shock

12 Volts DC

Key:
Electrical Routing
Air lines

P
N
N
P

TEE

Check 
Valve

Boom Air Ride Schematic
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a

a

b

c

d

Maintenance and Adjustments

Maintenance Procedures
-Instructions for each task, including identification of any tools, test equipment, replacement parts  or other service required.

Maintenance Schedules
-Information concerning periodic maintenance tasks and the recommended frequency.

Frequency Maintenance Tasks

Every Use

Check for broken or stressed parts

Check for loose connections (hardware)

Check wing cable tension

Check control arm latching

Breakaway spring tension

Check grease points and add as needed.

Wash the boom with mild detergent to remove chemical residue

Every Season

Cam follower leveling stop adjustment

Outer wing hinge ball joint adjustment

Outer wing folding stop adjustment

1. Perform a visual and physical inspection for any worn parts, loose bolts, damaged hoses, or other visible problems.  Make all 
necessary repairs before spraying.  To order parts or receive technical help, please contact your local CropCare® dealer.

2. Check wing cable tension to ensure proper boom wing folding, unfolding, and outer wing breakaway functions.

Every Use

•	 The turnbuckles (a) mounted to the control arm 
(b) (Figure 1) on each inner wing are used to 
adjust cable tensions.

•	 When the boom is fully extended the back cable 
(c)should have a small amount of slack, while 
the front cable (d) (Figure 1) should be under 
tension.  This ensures the breakaway will perform 
smoothly.

•	 When the boom is fully closed the front cable (d) 
should be adjusted so that it has a small amount 
of slack, while the  back cable (c) (Figure 1) 
should be under tension.  This ensures the boom 
will remain in the closed position.

Figure 1: Control Arm Cables
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Maintenance and Adjustments

•	 Keep constant tension on the control arm which 
allows for smooth and controlled folding and 
unfolding and facilitates the outer wing break-
away feature.

•	 If the outer wing is not folding smoothly or the 
outer wing’s breakaway feature (boom wings in 
the unfolded position) occurs without contact 
with an obstacle, adjustment of the tension spring 
may be necessary. 

•	 To increase tension, tighten the turnbuckle (b).  
To reduce the amount of tension on the spring, 
loosen the turnbuckle.  

•	 The correct tension for the breakaway is when 
the outer wing doesn’t move while the wings are 
unfolded, but will fold when pressure from an 
object is applied.  

•	 The correct amount of tension for the folding and 
unfolding feature is when the outer wing moves 
smoothly with minimal jerkiness.

•	 The tension spring (a) (Figure 3) will need to 
replaced if there are gaps between the spring coils 
when there is no tension applied to the spring.

Figure 3: Spring Tension Adjustment

a

b

3. Check control arm latching to ensure proper boom wing unfolding function.

Every Use Continued...

•	 When the boom is fully folded into the transport 
position,  the control arms rest against latch 
weldment (a) (Figure 2). 

•	 The control arm latch (c) must engage the latch 
weldment (b), when the boom is being unfolded  
so that the outer wing unfolds smoothly.  

4. Check the tension of the breakaway spring to ensure proper boom wing folding, unfolding, and breakaway functions.

Figure 2: Control Arm Cables

b

a
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Maintenance and Adjustments

Grease Point

Grease Point

Grease Point

Grease Point

NOTE:  The left boom wing is symmetrical to the right boom wing.

Grease Point

Grease Point

Apply grease to sides, front, 
and back of frame for smoother 
operation.

Grease Point

Add grease to slot

Apply grease to inner wing frame 
where the cam roller travels on wing.

5. Check grease points for adequate grease.  Add grease as necessary.

Figure 4: Boom Grease Points

Every Use Continued...
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Maintenance and Adjustments

•	 The inner wing guide pin (a) extends down into 
the center frame (b).  The cam roller stop (c) is used 
to position the guide pin (a), so that the boom 
inner wing is tight against the cam roller (d).  This 
adjustment allows the boom to function smoothly 
during folding and unfolding (Figure 1).  If the boom 
does not fold or unfold smoothly, adjustment may 
be necessary.

•	 To adjust the cam roller stop, first make sure the 
boom is completely folded into the transport 
position and the hydraulic cylinder valves are 
closed.  Loosen inner flange nut (f ) (Figure 1) and 
tighten outer flange nut (e) (Figure 1)  until pressure 
is relieved from guide pin stop (g) (Figure 1)

•	 Slowly tighten inner flange nut (f ) (Figure 1) until 
inner wing is against the cam roller (d) and the 
guide pin stop (g) (Figure 1) is against the guide 
pin (a) (Figure 1).  Tighten the outer flange nut (e) 
(Figure 1) .

•	  To make sure the adjustments are correct, fold and 
unfold the boom several times.  Stop at various 
points in the folding and unfolding process to check 
the gap between ( a) and (c).  If binding or friction 
between items (a) and (c) is evident it may be 
necessary to loosen the inner flange nut (f ) (Figure 
1) and re-tighten outer flange nut (e) (Figure 1).

Figure 1: Cam Follower Leveling Stop

•	 The outer wing rubber stop (a) (Figure 2) allows the 
outer wing, when folding, to land securely against 
the inner wing without damaging the powder 
coating.

•	 To adjust the rubber stop to the correct outer wing  
landing location, loosen the flange nut (b) (Figure 
2) and move the rubber stop up or down.   Tighten 
the flange nut.

Figure 2: Outer Wing Rubber Stop

a

b

a

b

c d

eg f

Every Season
1. Adjust the Cam Follower Leveling Stop so that the wings fold and unfold smoothly.

2. Adjust the outer wing stop (used to rest the outer wing against the inner wing when folded) so that the outer wing contacts 
the bumper.
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Maintenance and Adjustments

•	 The outer wings are attached to the inner wings 
with rod ends (a) (Figure 3).  The outer wings can 
be adjusted with these rod ends if they are not 
vertically aligned with the inner wings.

•	 To raise the outer wing tip, adjust the top rod end 
towards the center frame by turning top outer 
nut (b) counter-clockwise and top inner nut (c) 
clockwise.  Adjust the bottom rod end away from 
the center frame by turning bottom outer nut 
(e) counter-clockwise and bottom inner nut (d) 
counter-clockwise.

•	 To lower the outer wing tip, adjust the top rod end 
away from the center frame and the bottom rod 
end towards the center frame by reversing the 
process from step 2.

•	 After making outer wing adjustments, ensure that 
the flange nuts are tightened securely.

Figure 3: Outer Hinge Wing Rod End Ball Joints

3. Adjust the outer wing hinge rod end ball joints to level the outer wing with the inner wing.

Every Season Continued...

Maintenance Materials
-Specifications, including quantities / capabilities for normal maintenance materials, such as:

•	 General-purpose lithium grease (See “Maintenance Procedures” section).

Storage
-Instructions, including precautions to be taken and any tools or special equipment required to prepare the machine for storage.

•	 To store the sprayer, the sprayer’s boom must be in the fully closed position and secured.  The boom wings are secured in 
the folded position by closing the ball valve located on each hydraulic folding cylinder (Figure 1). 

Figure 1: Hydraulic valve warning decal (DE25)

c

d

a
b

e
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Specifications

General Specifications

Folded Inside Width Minimum: ....................................................................................................................................................................................... 6’-6” (A)
Folded Outside Width Maximum:.................................................................................................................................................................................9’-11” (B)
Folded Height *: ...................................................................................................................................................... 9’-5” Min. 12’-5” Max. (14’-4” Max. +) (C)
Spray Height *: .............................................................................................................................................................24 1/2” Min.  64” Max. (84” Max. +) (D)
Unfolded Overall Width: .................................................................................................................................................................................................. 75’-8” (E)
Weight: ....................................................................................................................................................................................................................................1705 lbs
# of Hydraulic Remotes Required: ...............................................................................................................................................................................................6

*  Based on trailer mounting heights.
+ With high clearance hydraulic lift.

E

A

B

C

D (Min)

D (Max)
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Transportation

Transportation
-Instructions for preparing the machinery for transportation, whether being driven, towed, or carried on suitable means.

Transporting the Sprayer

•	 When transporting the sprayer on public roads, always 
follow state and local regulations regarding safety and 
transportation requirements.  Use the necessary lights 
and slow moving vehicle (SMV) emblems.

•	 Never exceed the tractor, or alternative vehicle’s load 
and/or tow ratings.

•	 When transporting the sprayer, the sprayer’s boom 
must be in the fully closed position and secured.  If 
the sprayer is equipped with a hydraulic boom, the 
boom is secured by closing the ball valve located on 
the hydraulic folding cylinder (Figure 1). 

•	 Check lighting before traveling.

•	 Make sure SMV sign is not blocked or bent. 

Figure 1: Hydraulic valve warning decal (DE25)
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CropCare® Limited Warranty

CropCare® hereby provides a Limited Two (2) Year Warranty on the Products manufactured by CropCare® that such Products shall 
be free from manufacturer’s defects in any of the Product’s components in the 24 month period following the original date of 
purchase from the authorized dealer (the “Warranty Period”). CROPCARE® HEREBY EXCLUDES AND DISCLAIMS ANY AND ALL OTHER 
WARRANTIES, STATUTORY, EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTY OF MERCHANTABILITY  
OR FITNESS FOR ANY PARTICULAR PURPOSE AND ANY WARRANTY ARISING FROM USAGE OF TRADE OR COURSE OF DEALING.  
Defective components will be repaired or replaced at the discretion of the manufacturer. It is the responsibility of the purchaser 
to return warranted components to the manufacturer.  This Product Warranty is limited to the repair or replacement of Product 
components only. CROPCARE® IS NOT TO BE HELD LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES OF ANY KIND. This 
Product Warranty covers the purchaser of this Product and any other owners who own it during Warranty Period.

To retain the Product Warranty, the Product must be operated and maintained as set forth by its owner’s manual.  For warranty 
service, please have a copy of the purchase invoice available.

All Product Warranty claims must be made through an authorized CropCare® dealer.  All warranty claims must be submitted with 
an invoice or a proof of purchase that denotes the purchase date and place of purchase.  If you have any questions or comments 
concerning this warranty, please contact an authorized CropCare® dealer.

Warranty Coverage

Warranty is Void if:

Getting Warranty Service

1. The Product has been subjected to, in the opinion of CropCare®, negligent handling, misuse, an accident or if the instructions in 
the owner's manual were not completely followed.

2. The Product’s components have been altered in any manner or repairs have taken place with unapproved parts.

3. The Product and its components were subject to freezing or freezing conditions.  The Product must have been winterized as per 
the maintenance instructions to retain the Product Warranty.

4.  A non-compatible chemical was used and/or if the Product operator failed to rinse all chemical residue out of the Product’s 
components after use.

5. A petroleum-based, oil-based, or flammable product was used and caused damage to the pump, tank, hoses, or any other 
component.

Ordering Parts
Please contact your authorized CropCare® dealer to order replacement parts for your product.

Parts List & Breakdowns

-Parts lists are available on www.CropCareEquipment.com/equipment-build-lists.php.  Breakdowns can be acquired through a dealer.
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Manufactured by PBZ LLC
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*This owners manual template was derived from the ASABE standard for an operator’s manual


