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Identification of Machine
•	 Model# ATX-VB72

•	 This sprayer is designed to only be used in an agricultural environment for commodity spraying applications with a properly 
equipped agricultural tractor.

•	 Read and understand the chemical manufacturer’s labels, warnings, and instructions.

•	 Know and fulfill all state pesticide applicator license requirements.

•	 Familiarize yourself and other operators with the sprayer’s components and how all parts are operated.

•	 Contact your authorized CropCare® Dealer for help interpreting the owners manual.

•	 Read and follow ALL of the chemical manufacturer’s labels, warnings, and instructions about chemical usage!  A material safety 
data sheet (MSDS) should be provided by the chemical manufacturer.  CropCare® is not liable for misuse or mishandling of 
chemicals before spraying, during spraying, and after spraying.

Introduction
Please read and understand this manual and its instructions and warnings completely before operating the sprayer.
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Safety

The safety alert symbol for safety signs & decals that contain one of the three signal words (DANGER, WARNING, & CAUTION) will 
appear as shown in figure 1. 

Safety Alert Symbol

Figure 1: Safety Alert Symbol

Signal Words

There are three signal words; DANGER, WARNING, and CAUTION. The signal words bring attention to the existence and relative 
seriousness of a hazard.

•	 DANGER:  The signal word DANGER indicates an imminently hazardous situation which, if not avoided, will result in death or 
serious injury

•	 WARNING:  The signal word WARNING indicates a potentially hazardous situation which, if not avoided, could result in death 
or serious injury.  

•	 CAUTION:  The signal word CAUTION indicates a potentially hazardous situation which, if not avoided, may result in minor or 
moderate injury.

Additional Signal Words.

•	 NOTE:  The signal word NOTE provides information on operator safety and operator tips.

•	 IMPORTANT:  The signal word IMPORTANT indicates a recommended action or a restriction that will ensure correct equipment 
operation and performance.
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Safety

Preparation for Use

Hazards

Every year many unnecessary accidents occur due to improper equipment handling and a disregard for safety precautions.  You, the 
operator, can avoid accidents by observing the precautions in this section.

•	 The best defense against accidents is a careful and responsible operator. 

•	 The operator should be a responsible adult.  Do not allow persons to operate this sprayer until they have displayed a thorough 
understanding of sprayer safety precautions and operational use!

•	 Never attempt to operate this sprayer when under the influence of alcohol or drugs.

•	 ALL replacement parts need to be an OEM part or an aftermarket equivalent

•	 If there is any portion of this manual that you do not fully understand, please contact the original retailer.

•	 Review specifications and ensure that this product is only used with a compatible tractor.

•	 Never exceed the maximum lift or towing capacity specified by the tractor manufacturer.

1.) General Guidelines

•	 All operators must also fulfill state pesticide applicator license requirements!

•	 Read and follow chemical manufacturer’s labels, warnings, and instructions!    A material safety data sheet (MSDS) should be 
provided by the chemical manufacturer.

•	 To avoid injury from chemical hazards, wear the proper protective clothing. Each chemical manufacturer’s clothing 
requirements are listed under the “Personal Protective Equipment (PPE)” section in the chemical instructions.

2.) Chemical Warnings

•	 Be aware of the location of all the safety and warning decals.  Always replace any decals that are illegible or are missing.

•	 Carefully study and understand this owner’s manual.

•	 Before adding chemicals, have all operators practice operating the sprayer (clean water only) and its attachments until all 
operators are completely capable of safe operation.

•	 Do not wear loose-fitting clothing which may catch in moving parts.

•	 Visually inspect the sprayer for any worn parts, loose bolts, or other visible problems, and make the necessary repairs. 

•	 Never check for hydraulic hose leaks with your hands.  If oil penetrate’s the skin and enters the bloodstream, the results could 
be fatal.  If there is any visible damage to the hoses, replace them immediately.

•	 All sprayer maintenance should be performed with the sprayer unhooked from the tractor and clean of any harmful chemicals.

•	 To avoid injury from chemical hazards, always wear the proper personal protective equipment (PPE).

•	 Make sure the area is clear of any people or obstructions before using the sprayer.

3.) Spraying Preparation
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Safety

•	 Always be aware of bystanders, particularly children!  Always look before moving the sprayer or engaging the PTO. Bystanders 
should never be allowed near the sprayer during operation.

•	 No passengers are allowed on or in the tractor or sprayer at any time.

•	 Be aware of the boom’s moving parts and the portions of the boom where the risk of pinching is high.  Keep hands and body 
parts clear of all moving parts.

•	 Be aware of dangerous terrain such as holes, slopes, drop-offs, banks, rocks, and hidden hazards.  Operate the tractor and 
sprayer up and down slopes, not across.

•	 When operating on inclines, it is especially important that your tractor is equipped with Roll Over Protection System (ROPS).

•	 Allow for sprayer boom length when making turns.

•	 Never leave running equipment unattended!

•	 Remember that accidents can even happen to seasoned operators.  Always take your time and follow all safety instructions.

During Use

Clearing Blockages and Cleaning

•	 Wear chemical resistant gloves and eye protection at all times while clearing blockages and cleaning the sprayer.

•	 Before clearing blockages and cleaning, make sure the sprayer and rinse tank is drained entirely.

•	 Make sure the sprayer is lowered onto level ground entirely before clearing blockages and cleaning the sprayer.

•	 Do not stand on the sprayer while clearing blockages and cleaning the sprayer.

•	 CAUTION: Be sure to THOROUGHLY wash any skin that has been exposed to chemicals after clearing blockages and cleaning 
the sprayer.

Transporting the Sprayer

•	 When transporting the sprayer on public roads, always follow state and local regulations regarding safety and transportation 
requirements.  Use the necessary lights and slow moving vehicle (SMV) emblems.

•	 Never exceed the tractor, or alternative vehicle’s load and/or tow ratings.

•	 When transporting the sprayer, the sprayer’s boom must be in the fully closed position and secured.

•	 Check lighting before traveling.

•	 Make sure SMV sign is not blocked or bent. 
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Safety

Maintenance and Adjustment

•	 Wear chemical resistant gloves and eye protection at all times while performing adjustments and maintenance.

•	 Make sure sprayer is lowered onto level ground entirely before performing adjustments and maintenance.

•	 Make sure sprayer is clear of all chemical residue in the location where the adjustments are being made.

•	 CAUTION: Be sure to THOROUGHLY wash any skin that has been exposed to chemicals after performing adjustments and 
maintenance.

After Use / Storage

•	 Following operation, stop the tractor unit, set the brakes, disengage PTO shaft, shut off the engine, and remove the ignition 
key. 

•	 Completely rinse the entire sprayer and all of its components of all chemical residue after every use.

•	 Dispose of rinsate in accordance with chemical application guidelines.

•	 Park the sprayer on a hard level surface, away from all human and livestock activity.

•	 Do not permit children to play on or around sprayer.
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Operation

Operating Instructions

Pre-start Instructions

Before operating the sprayer, it is important that you read this entire manual and know all safety precautions.  Always take your time 
and be alert when operating your sprayer.  This will allow you to safely spray without accident or interruption.

1. To avoid injury from chemical hazards, wear the proper protective clothing. Each chemical manufacturer's clothing requirements 
are listed under the “Personal Protective Equipment (PPE) section in the chemical's instructions.

2. Calibrate the sprayer using the calibration instructions and calibration chart.   See “Calibrating the Sprayer” section for 
instructions.  This will determine what pressure to spray at and what nozzles to use in order to achieve the desired application 
rate.

1.) Preparing the Sprayer

2.) Calibrating the sprayer

Before spraying, the sprayer must be calibrated to ensure proper spray coverage and the desired application rate.  Before 
calibrating the sprayer it is important to familiarize yourself with the operating instructions (see the  “ Operating Instructions” 
section).  The calibration process is simplified when broken down into the following three steps:

1. Determine the speed of the tractor.

2. Determine the nozzle size and spacing.

3. Use the calibration chart to  find the correct pressure setting, and set the pressure accordingly.

IMPORTANT:  All calibration must be done with fresh water only!

Manual Rate Control 

Automatic Rate Control

Before spraying, the sprayer must be calibrated to ensure proper spray coverage and the desired application rate.  Before 
calibrating the sprayer it is important to familiarize yourself with the operating instructions (see the “Operating Instructions” 
section).

1. Determine the speed of the tractor.

2. Determine the nozzle size and spacing.

3. Set the desired application rate.  See the rate controller manual for programming and operation instructions.

IMPORTANT:  All calibration must be done with fresh water only!
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Operation

It is important to determine what speed the tractor will be traveling at while spraying.  While some tractors have speedometers, it is 
still recommended that speed is calculated for all tractors for accuracy purposes.  To determine the speed follow these steps:

2a.) Determining the Speed

1. Measure a 200 foot or 300 foot distance on a field or a surface similar to where you will be spraying.

2. Drive the tractor and sprayer (tank half-full is optimal) across the measured distance at a constant rate of speed.  There should 
be no changes in speed while you are measuring the time.  This should be a comfortable speed for spraying.

3. Have someone, with a stopwatch, measure the amount of time (in seconds) it takes to travel the measured distance.

4. When measuring the time it takes to travel the measured distance, be sure that the tractor is traveling at the required speed 
before crossing the starting point of the measured distance.  Also be sure that the tractor travels at a constant rate of speed and 
does not slow down until it has traveled the full measured distance.

5. Your speed can be found by entering your data into the equation or by consulting the table, both found in this section.

Speed (MPH)

Time required 
(seconds) to travel 

a distance of:

Time required (seconds) to Cover 1/128th acre 
(Flow from one nozzle in ounces = GPA)

200 feet 300 feet 15" Nozzle 
Spacing

18" Nozzle 
Spacing

20" Nozzle 
Spacing

30" Nozzle 
Spacing

2.0 68 102 93 77 70 46

2.5 55 82 74 62 56 37

3.0 45 68 62 52 46 31

3.5 39 58 53 44 40 26

4.0 34 51 46 39 35 23

4.5 30 45 41 34 31 21

5.0 27 41 37 31 28 19

5.5 25 37 34 28 25 17

6.0 23 34 31 26 23 15

6.5 21 31 29 24 21 14

7.0 19 29 26 22 20 13

7.5 18 27 25 21 19 12

8.0 17 26 23 19 17 12

IMPORTANT:  When calculating tractor 
speed be sure to select a gear that allows 
the tractor to operate at full (540 RPM) PTO 
speed.  This will allow the pump to operate 
at full volume.  Selecting a higher gear and 
a lower engine speed will reduce pump 
performance and cause greater variations in 
travel speed.

Speed (mph) = (Distance (ft) x 60) ÷ (Time (seconds) x 88)

NOTE:  It is helpful for future references to 
record the exact RPM and gear used to find 
your speed.
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Operation

2b.) Calculating the GPM and using Calibration Chart

The nozzles on your sprayer are color-coded and match the calibration chart (see section 2d).  Using the, tractor speed (determined 
in section 2a), nozzle size/color, and desired gallons per acre (GPA), reference the calibration chart to find the pressure (psi) necessary 
to achieve the desired GPA.

Example:  Assume you have found your tractor speed to be 5 MPH, your nozzles are size 03 (blue), and you want to spray 20 GPA.  
Upon looking at the chart, you will find that you should set the sprayer’s pressure at about 50 psi in order to apply 20 GPA.

2c.) Adjusting the Sprayer Pressure

You have found the correct pressure setting, but must now adjust the sprayer to that pressure setting.  Before you adjust the sprayer's 
pressure, it is important to set the tractor's RPM at the same RPM that was used to find the tractor's speed.  Refer to the sprayer 
owners manual for specific instructions on adjusting the spray pressure.

IMPORTANT:  Due to normal wear, Teejet® recommends that you replace your sprayer nozzles after every spraying season.  
Nozzle replacement will ensure accurate spraying performance.

Desired GPA x Nozzle Spacing (Inches) x Speed
5940

= Gallons/Minute/Nozzle

20 GPA x 20”  x 5 MPH
5940

= .34 GPM/Nozzle
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Operation

2d.) Calibration Chart
NOTE:  Flow rates are calculated using water.  This table is 
only relevant for booms with 20” nozzle spacing.Tip Size PSI

GPM 
of One 
Nozzle

Speed Range 4-8 Gallons per Acre (GPA)

4 MPH 5 MPH 6 MPH 8 MPH

02 
(Yellow)

15 .12 8.9 7.1 5.9 4.5

20 .14 10.4 8.3 6.9 5.2

30 .17 12.6 10.1 8.4 6.3

40 .20 14.9 11.9 9.9 7.4

50 .22 16.3 13.1 10.9 8.2

60 .24 17.8 14.3 11.9 8.9

75 .27 20 16.0 13.4 10.0

90 .30 22 17.8 14.9 11.1

025
(Lavender)

15 .15 11.1 8.9 7.4 5.6

20 .18 13.4 10.7 8.9 6.7

30 .22 16.3 13.1 10.9 8.2

40 .25 18.6 14.9 12.4 9.3

50 .28 21.0 16.6 13.9 10.4

60 .31 23.0 18.4 15.3 11.5

75 .34 25 20 16.8 12.6

90 .38 28 23 18.8 14.1

03
 (Blue)

15 .18 13.4 10.7 8.9 6.7

20 .21 15.6 12.5 10.4 7.8

30 .26 19.3 15.4 12.9 9.7

40 .30 22.0 17.8 14.9 11.1

50 .34 25.0 20.0 16.8 12.6

60 .37 27.0 22.0 18.3 13.7

75 .41 30 24 20 15.2

90 .45 33 27 22 16.7

04 
(Red)

15 .24 17.8 14.3 11.9 8.9

20 .28 21.0 16.6 13.9 10.4

30 .35 26.0 21.0 17.3 13.0

40 .40 30.0 24.0 19.8 14.9

50 .45 33.0 27.0 22.0 16.7

60 .49 36.0 29.0 24.0 18.2

75 .55 41 33 27 20.0

90 .60 45 36 30 22.0

05 
(brown)

15 .31 23.0 18.4 15.3 11.5

20 .35 26.0 21.0 17.3 13.0

30 .43 32.0 26.0 21.0 16.0

40 .50 37.0 30.0 25.0 18.6

50 .56 42.0 33.0 28.0 21.0

60 .61 45.0 36.0 30.0 23.0

75 .68 50 40 34 25.0

90 .75 56 45 37 28.0

IMPORTANT:  Flow rates are calculated using 
fresh water.  Always remember to double check 
application rates.

NOTE:  For determining GPA for 15” nozzle spacing, multiply 
the 20” nozzle spacing GPA (from the chart) by 1.34.

Example:  

Assume you have found your tractor speed to be 4 MPH. 
Your spray nozzles are spaced 15” apart, and the nozzles 
are blue (XRC11003).  

Referencing the calibration chart shows that at a pressure 
of 40 PSI, with 20” spacing the GPA is 22.0.  

To calculate your sprayer’s GPA, multiply the GPA for 20” 
spacing by the 15” spacing multiplier (1.34).

GPA is 29.48 (22 x 1.34 = 29.48).
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Operation

2e.) Verify the Flow Rate

1. With the nozzle spacing (determined in section 2) and the speed (determined in section 2a.) use the speed chart (section 2a.) 
to find the amount of time required to cover 1/128th of an acre. 

2. With a 2 quart spray calibration container, collect he flow from one nozzle while operating a the pressure setting determined in 
section 2c. for the amount of time required to cover 1/128th of an acre.  The number of ounces collected will be equal to your 
application rate in gallons/acre (GPA).

3. Make pressure adjustments as necessary to reach the desired application rate.
4. Repeat this process for all nozzles on the sprayer and clean or replace all nozzles that deliver over 10% more or less flow than a 

new/unused nozzle.

Use the following steps to verify that the flow rate of the sprayer matches the desired application rates (determined in section 2b).

Instructions for Clearing Blockages and Cleaning

-If the sprayer encounters issues with low spray volume, it may be due to a blockage in one or some of the plumbing components. 
Some common blockage issues that can occur, along with how to resolve the issue,  are detailed in the text below.  If any fittings, 
filters, or plumbing parts are damaged, contact your authorized CropCare® dealer for replacement parts.

•	 Sometimes hose fittings and small diameter hoses can accumulate chemical build up if the sprayer is not properly rinsed after 
spraying.  After locating a clogged fitting or hose, remove it and try to dislodge blockage.  Once blockage is removed, reinstall 
the hose or hose fitting.  

•	 This sprayer is outfitted with a Main suction line filter and Nozzle tip filters.  In addition this sprayer may be equipped with a 
Powerwash filter [optional] and In-line boom section filters [optional].  These filters can become clogged over time from foreign 
debris or chemical build up.  Remove any affected filter and rinse thoroughly with water until filter is clean and reinstall filter.

•	 Tanks have sumps and low points that over time can accumulate debris and chemical build up.  If debris or chemical build up is 
present, remove and discard debris carefully to minimize chemical exposure. 

1.) Clearing Blockages

NOTE:  
-The best way to avoid blockages is to make sure proper agitation is occurring while adding chemicals to tank, applying,  and 
thoroughly rinsing all plumbing components after each time spraying.
-ALWAYS follow the chemical manufacturer’s disposal instructions when disposing clean out rinsate and chemical build up.
-Wear all necessary PPE recommended by the chemical manufacturer (i.e. chemical resistant gloves, safety goggles, chemical 
resistant suit)  when clearing out blockages and handling chemical build up.
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Operation

2.) Cleaning Sprayer

NOTE:  
-ALWAYS follow the chemical manufacturer’s disposal instructions when cleaning sprayer.
-Wear all necessary PPE recommended by the chemical manufacturer according to chemical manufacturer(i.e. chemical resistant 
gloves, safety goggles, chemical resistant suit)  when cleaning sprayer.

•	 It is good practice to clean the sprayer, inside and out, after every use.  Keeping the sprayer clean helps prolong the life of the 
sprayer and sprayer components.

•	 For instructions regarding rinsing the internal components of the sprayer, refer to the “Maintenance Procedures” section.

•	 Select a soak away area where the cleaning rinsate can be safely be disposed. Most pesticide washings can be washed off on a 
soak away.  A soak away is an area that is currently not being used for crops.  That soak away CANNOT directly runoff into wells, 
springs, streams, water courses, ditches, or sewers.  

•	 A pressure washer can be used to wash down the sprayer.  Do not directly spray high pressure water onto electrical components, 
spray tips,  or any other moisture or pressure sensitive components.

Troubleshooting
Information for fault diagnosis and remedy of problems in operation.

Issue Probable Cause Solution

Pressure loss during 
operation Missing or damaged nozzle body or nozzle Replace nozzle or nozzle body.

Pressure increasing during 
operation Nozzle screens clogged Remove and clean or replace nozzle or nozzle screen.

Pressure on rate control 
console (if equipped) does 
not match gauge pressure

Missing or damaged nozzle body or nozzle Replace nozzle or nozzle body.

Nozzle(s) not shutting off Bad nozzle body diaphragm or no-drip check 
valve Repair or replace nozzle body.

Nozzle(s) not turning on Pressure too low Ensure that operating pressure is at least 15 psi.
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Maintenance and Adjustments

Maintenance Procedures

Figure 1: Nozzle breakdown

tip strainer

spray nozzle

nozzle cap

Maintenance Schedules
-Information concerning periodic maintenance tasks and the recommended frequency.

Frequency Maintenance Tasks

Every Use

Check for broken or stressed parts

Check for leaks (Tighten hose clamps and replace hoses as necessary)

Check for loose connections (hardware)

Flush sprayer fluid system with fresh water

Tip strainers: should be taken out and rinsed.

Wash the exterior of the sprayer with mild detergent.

Every Season
Spray Nozzles: Check spray pattern imperfections due to wear, replace tips as necessary

Winterize the sprayer before the temperature falls below 30 degrees F

•	 Perform a visual and physical inspection for any worn parts, loose bolts, damaged hoses, or other visible problems.  Make all 
necessary repairs before spraying.  To order parts or receive technical help, please contact your local CropCare® dealer.

•	 After each use, ensure that the spray boom is completely rinsed out.  This can be done by running the clean water through 
the sprayer’s boom until the system is completely rinsed out.  All rinsate must be sprayed on the field as recommended by the 
chemical manufacturer.  Excess water can be drained by removing the bowl of the in-line filter located below the tank.

•	 Tip strainers should also be taken out and rinsed on a regular basis.  Tip strainers are the small screens located behind each 
spray nozzle on the boom (Figure 2). 

Every Use

Every Season
•	 At the beginning of the season, using water, check spray patterns on the 

nozzles.  If any spray nozzles appear to be worn, replace as needed.

•	 Note: Follow chemical manufacturers guidelines for proper cleaning of 
the strainers.  

•	 The winterization process should be undertaken before freezing 
conditions and/or after each season of use.  See “Winterizing The Sprayer” 
section for details.



14

Maintenance and Adjustments

-It is essential that you winterize your sprayer to avoid damage and to allow for optimal performance.  The winterization process 
should be undertaken before freezing conditions and/or after each season of use.  Failure to winterize your sprayer will void the 
manufacturer’s warranty.

NOTE: Please reference your sprayer owners manual for proper winterizing.

Winterizing the Sprayer

IMPORTANT:  Do not, under any circumstances, run any petroleum based substance (such as diesel fuel) through 
the sprayer.  This will cause damage to sprayer components and will void the manufacturer’s warranty.

Adjustments
The boom is equipped with adjustments for spray width and height.

1. To adjust the spray width.  Loosen the T-bolt (a) (Figure 1), and move the clamp (b) in or out.

Figure 1: Spray Width Adjustment

a

b
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Maintenance and Adjustments

Figure 2: Spray Height Adjustment

b

2. To adjust the spray height.  Loosen the T-bolts (a) (Figure 2), and move the vertical spray bar (b) up or down.

Adjustments

a
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Transportation

Transporting the Sprayer
•	 When transporting the sprayer on public roads, always follow state and local regulations regarding safety and transportation 

requirements.  Use the necessary lights and slow moving vehicle (SMV) emblems.

•	 Never exceed the tractor, or alternative vehicle’s load and/or tow ratings.

•	 Check lighting before traveling.

•	 Make sure SMV sign is not blocked or bent. 
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CropCare® Limited Warranty

Warranty Coverage

Warranty is Void if:

Getting Warranty Service

Ordering Parts
Please contact your authorized CropCare® dealer to order replacement parts for your product.

Parts List & Breakdowns

Parts lists are available on www.CropCareEquipment.com/equipment-build-lists.php.  Breakdowns can be acquired through a 
dealer.

All Product Warranty claims must be made through an authorized CropCare® dealer.  All warranty claims must be submitted with 
an invoice or a proof of purchase that denotes the purchase date and place of purchase.  If you have any questions or comments 
concerning this warranty, please contact an authorized CropCare® dealer.

CropCare® hereby provides a Limited One (1) Year Warranty on the Products manufactured by CropCare® that such Products shall 
be free from manufacturer’s defects in any of the Product’s components in the 12 month period following the original date of 
purchase from the authorized dealer (the “Warranty Period”). CROPCARE® HEREBY EXCLUDES AND DISCLAIMS ANY AND ALL OTHER 
WARRANTIES, STATUTORY, EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTY OF MERCHANTABILITY  
OR FITNESS FOR ANY PARTICULAR PURPOSE AND ANY WARRANTY ARISING FROM USAGE OF TRADE OR COURSE OF DEALING.  
Defective components will be repaired or replaced at the discretion of the manufacturer. It is the responsibility of the purchaser 
to return warranted components to the manufacturer.  This Product Warranty is limited to the repair or replacement of Product 
components only. CROPCARE® IS NOT TO BE HELD LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES OF ANY KIND. This 
Product Warranty covers the purchaser of this Product and any other owners who own it during Warranty Period.

To retain the Product Warranty, the Product must be operated and maintained as set forth by its owner’s manual.  For warranty 
service, please have a copy of the purchase invoice available.

1. The Product has been subjected to, in the opinion of CropCare®, negligent handling, misuse, an accident or if the instructions 
in the owner’s manual were not completely followed.

2. The Product’s components have been altered in any manner or repairs have taken place with unapproved parts.

3. The Product and its components were subject to freezing or freezing conditions.  The Product must have been winterized as per 
the maintenance instructions to retain the Product Warranty.

4.  A non-compatible chemical was used and/or if the Product operator failed to rinse all chemical residue out of the Product’s 
components after use.

5. A petroleum-based, oil-based, or flammable product was used and caused damage to the pump, tank, hoses, or any other 
component.
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